
                  Produkt 

 
  Trans 

TRANSPARENT LIMNING OG FORSEGLING 
 Kan bruges på våde overflader 

Krystal klar                                    
Mug og bakterie resistent  

   

Egenskaber -Superstærk efter hurtig hærdning, permanent elastisk. -Fri for opløsningsmidler og isocyanater. -Sikker til brug på spejle og natursten. -Næsten lugtfri. -Også til brug på fugtige, glatte overflader. -Mug- og bakterieresistent. -Vand- og lufttæt. 
-Til brug på de fleste byggematerialer -Transparent limning og forsegling -Krystalklar -Anvendelse +5 ºC til  +40 ºC -Stabilitet -30 ºC til + 95 ºC -Hærdning 4 mm/24 t -Trækstyrke 220 tons/m2 -100 % vand- og lufttæt -Elasticitet 400 % 
-Vejrbestandig 
Brugsanvisning 

 
Læs altid det tekniske datablad på www.tec7.dk  Anvendes på rene, støv- og fedtfrie overflader.  *Test klæbeevnen på plast, pulverlakeringer, eksotisk træ og bituminøse materialer.  Brug Tec7 Cleaner til sikker rengøring og affedtning, til opnåelse af en perfekt finish og til fjernelse af ikke-hærdede Tec7-produkter. Brug HP Clean til afslutning af porøse overflader.  

   

Mount & Seal 



Mount & Seal 

Teknisk info 
Nature: elastic paste  
Colour: crystal clear 
Flow: 5 bar / 3 mm / 23°C 160 g/min 
Skin formation: 23°C 50% R.V. 5 minutes 
Tack-free: 23°C 50% R.V. 40 minutes 
Full hardening: 23°C 50% R.V.   : 
• 24h - 4 mm 
• 48h - 5 mm 
• 72h - 8 mm 
Hardness - DIN 53505: 40 Shore A 
Volume shrinkage after curing: < 2% 
Tensile strength: 220 N/cm² 
Tear strength - DIN 53507: ca 40N/cm² 
Thermal stability:: 
- -30°C to +95°C 
- piek: 155°C - max. 30 minutes 
E-modul: 100% 0,9 mPa 
Adhesion: excellent on (among other things) tiles, cement, natural stone, wood, concrete, aluminium, with 
the exception of PP, PE, PTFE and bitumen 
Elongation at break - DIN 53504: >350% 
UV-resistance: over time discolouring can develop due to external influences 
Overpaintable: OK with most solvent- and water-based lacquers 
Pressure resistance (ISO 11432): 0,84 N/mm² 
Chemical resistance: 
- good: water, seawater, aliphatic solvents, greases, diluted organic acids, lyes, oils 
- moderate: esters, ketones, aromatics 
- poor: concentrated acids, chlorinated solvents 

 
Emballage 

 

Articlenumber 

Trans - tube 50ml blister 539503000    

 

Trans - cartridge 310ml 539506000 

NOVATECH_FOOTER_TEC7 



 


